CIVIL AIR PATROL

AIRCRAFT INFORMATION FILE

N CAP- TYPE HP
[] Exxon Elite 20W-50
FULL FUEL USEFUL LOAD LBS OIL [0 Mineral Oil/ Other
[] Phillips X/C 20W-50
[ Aeroshell
TIRE PRESSURES: NOSE _PSI MAINS PSI

— MAJOR INSPECTIONS/ DUE —

DATE HOURS NEXT NEXT
REQUIRED INSPECTIONS WHEN WHEN DUE DUE
DONE DONE HOURS DATE

MID -CYCLE OIL CHANGE

ANNUAL INSPECTION

A
100 HR AIRWORTHINESS INSP. ‘

ENGINE OVERHAUL

PROPELLER OVERHAUL

PROP GOVERNOROVERHAUL

PITOT / STATIC / TRANSPONDER

NOTE: Annual inspections are due at the end of the 12th
calendar month. Pitot / Static / Transponder inspections
ELT BATTERY are due at the end of the 24th calendar month.

Mid-cycle oil changes are due IAW the manufacturer's

CARBON MONOXIDE DETECTOR recommendations (typically every 50hr or 4 months).

Accomplish annual (FL, HI, & PR) or biennial corrosion
CORROSION CONTROL preventive treatment with the 100 hr./annual inspection

nearest the corrosion prevention due date.

AIRCRAFT REGISTRATION

LEFT MAGNETO

RIGHT MAGNETO

CHECK CO DETECTOR PRIOR TO EVERY FLIGHT
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